
MOW
more

“The Highline is user-friendly; you don't need to do much for  

maintenance in the morning and once you start, you're good for the day.  

The hydraulics are nice and quick.” --- ERIC GARRANTANT, MowMower er OpeOpeOperatrator

NORNORTHETHERN SUNSUNRISRISE CE CE COUNOUNTY, PEACE RIVER, AB

--- SEBASTIAN DUTRISAC Agricultural Fieldman

NORTHERN SUNRISE COUNTY, PEACE RIVER, AB

“ Quieter, less PTO shaft, safer.  With simpler 

and less maintenance the Highline gets 

more miles done at the end of the day at a 

lower cost.  



THE RCH
TM

 HYDRO MOWER

The RCH
TM

 Hydro
  mower reduces maintenance requirements resulting in 

less downtime.  Proven hydraulic motors eliminate clutches from seizing 

up and placing huge shock loads onto PTOs, blade pans and decks.  

Also, due to the hydraulic circuit, rocks or debris cannot transfer impact 

onto the drive train; the hydraulic drive softens every hit the blades see.  

Checking oil in the gearboxes is eliminated and greasing of a single PTO 

shaft is all it takes to be up and running drastically reducing service time.

i s  w i t h i n  R e a C H .
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RCH HYDRO
Mower

TM



The RCH™ Hydro Mower is a practical design with many convenience features.
RCH™

 Hydro Mower

Features and Benefits

The hydraulic drive advantage translates into less time doing 

maintenance and more time operating! This is because the 

hydraulic drive system eliminates a number of moving parts 

including slip clutches; slip clutches can wear over time 

reducing overall performance.  Also, when a mower blade hits 

an obstacle, it can result in complete failure of the slip clutch.  

The hydraulic drive system reduces the number of PTO 

assemblies which means less time greasing.

Also, when an obstacle is encountered, the hydraulic drive 

does not back feed power into the gearbox, PTO and tractor. 

THE HYDRAULIC DRIVE
ADVANTAGE

Maneuverability

No need to steer the tractor around stop signs or obstacles 

— just use the hydraulic controls to rotate the deck and 

maneuver the mower.  Large front tires assist in ground 

contouring and provide excellent flotation. 
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RCH
TM

Hydro Mower

With all hydraulic functions on one control, the Operator 

can easily operate the RCH™ Hydro Mower with minimum 

effort.  Operators are raving about the ease of use the joystick 

provides.

Following are some of their comments: 

“Your low-effort joysticks provide instant control response with 

minimum movement.”

“Should not even be an option, I would never run without a 

joystick ever again!”

The joystick controls the decklift, independent wing lift, hitch 

swing, gradient steering all the while reducing operator fatigue.

THE OPTIONAL JOYSTICK
IS SIMPLY MORE INTUITIVE! UNDER DECK SHREDS MULCH.

LARGE, SMOOTH 

A depth of 12" from the underside of the deck to the blade 

allows for a larger volume of material to be mulched, resulting 

in a better cut.

The deck protection rings help protect the underdecks from 

damage due to the rotary blade, flying rocks, or debris.

"Our having hydraulically driven power heads vs a 

mechanical driveline has reduced our downtime by at 

least 30%, resulting in an increased amount of mowing 

per day by that same percentage or even higher due 

to the fact that we do not have to spend as much time 

greasing the mechanical moving parts, we also noticed 

a savings in consumable parts (blades) as there is more forgiveness in the 

hydraulic system when objects are struck with the blades, overall, I think the 

smoothness of the hydraulically driven system will keep proving itself  

in [reduced] maintenance and [increased] productivity."

--- CRAIGE MADDEN

RIVERDALE MUNICIPAL PUBLIC WORKS FOREMAN



The heart of a Highline mower is the Radial Contouring Hitch 

(RCH™).  The RCH™ is designed to keep the tractor on the 

road and the Operator safe while achieving a quality cut.

Mow at any angle, to the left or the right, or behind on flat areas.  The mower can 

ReaCH either side without requiring a configuration change.  The mower can be easily 

manipulated for backing up and turning around in tight spaces.

MOW
more

Save Time and Increase Productivity.

Greasing and maintenance have always been time consuming and cumbersome tasks.  Traditional mechanically-driven  

ditch mowers typically have 16 grease points.  Care and greasing on these units can take from 30 minutes up to an hour  

of preparation time every day!  With the RCHTM Hydro Mower greasing and maintenance takes approximately 5 minutes.   

In a mowing season of 100 days this translates into an extra 100 miles of mowing!

Independent Wing Lift

Mow in areas that are restricted for space by lifting each wing independently.   

Exclusive to a hydraulic mower is the ability to lift the wings and turn off the deck 

motors independently. 

17'7"

25'5"

RCH™
 Hydro Mower

Features and Benefits
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RCH
TM

Hydro Mower

Drive your tractor on a safe footing while ReaCHing 

into more difficult places with the mower.  The RCH™ 

design allows the tractor to remain on the road on a 

safe level footing. There is no need to run dual tires 

to increase stability. No more tractors stuck in soft 

ditches. Gone are the days of putting your foot on the 

tractor window to keep yourself in the seat, reducing 

driver fatigue.

Wing Lift is 90o 

for compact road 

transport.

90
o



2:1 Speed Increaser The RCHTM mower is equipped with a 2:1 Speed Increaser.  

This is valuable as it allows for higher speeds with a more compact pump.  

Competitors' hydraulic pump designs are much larger and attach directly to the 

tractor making initial setup awkward.

2:

A low, 650 lb of weight on the jackA 

Hose Cradle The simple design 

of the hose cradle allows for 

around.  Also, since the hoses 

are not tightly secured, the 

hoses can move when turning.  

The hose cradle keeps the 

hoses neatly in place.

Replaceable Caster Shaft and Spindles  

Accidents happen!  Highline caster shafts are designed to be replaced simply and easily.  

Instead of having to replace the entire caster wheel assembly, individual component shaft parts 

are available and can be easily changed out.

The Chrome Shaft and Fibre Bushings mean no greasing for less maintenance.

The Hitch’s Low Pull Point 

has less downward force 

eliminating any upending in 

muddy conditions.

High Capacity Cooling Unit

The high capacity, 20 hp 

cooling unit efficiently  

cools the oil.

Reversible electric cooling 

fan keeps the radiator clean 

by blowing out debris.

Easily view oil levels  

with oil gauge.

ntly Large Wings allow for greater 

ditch contour-ability.contour-

With conventional mowers, greasing is a tedious, laborious task.  With the RCHTM Hydro, greasing of a 

single driveline is all that it takes to be up and running!  As well, with the hydraulic system, checking 

the oil in gearboxes is eliminated.

RCH™
 Hydro Mower

Features and Benefits



RCH
TM

Hydro Mower

Optional - experience 

a smoother ride and 

better contouring with 

the optional front to back 

walking wing axle.

S P E C I F I C A T I O N S

GRADIENT To adjust front caster position, reducing side draft  

STEERING OVERRIDE on tractor.  Kit is for joystick equipped mower  

(Joystick) (FIOMWRCH3GOS1).

GRADIENT To adjust front caster position, reducing side draft  

STEERING OVERRIDE on tractor.  Kit is for mowers using three tractor remotes 

(for 3 tractor remotes) (FIOMWRCH3GOS3).

GRADIENT To adjust front caster position, reducing side draft  

STEERING OVERRIDE on tractor.  Kit is for mowers using four tractor remotes 

(for 4 tractor remotes) (FIOMWRCH3GOS4).

SKID WHEEL Wheel mounted on front of mower wing decks to improve 

 contourability on uneven terrain (FIOMWRCH3SPW).

DUAL  

LAMINATE TIRES

RCH
TM

 Hydro Mower Options

Replaceable Skid Plates are 

made from durable abrasion 

resistant steel.  Skid Plates 

can be installed on either 

side of the machine, which 

is an advantage as it tends 

to have greater wear on the 

outside than the inside.

The Large Tool Kit 

conveniently stores extra 

blades and tools for easy 

access when maintenance 

is required.

While every effort has been made to ensure that the 

information is accurate/current at the time of production, all 

specifications are subject to change.

For the latest product information, please visit:  

www.highlinemfg.com.

Deck Thickness  3/16" High Impact Resistant

Blade Tip Speed  16568 fps (5050 mpm)

Standard Front Tires  32 x 11.5 x 15  22 Ply

Rear Tires (Wing)  6 x 9 x 20 Laminate (Standard) 

Rear Tires (Center)  6 x 9 x 20 Laminate (Standard) 

Hydraulic Fluid   Hydrex MV36

Oil Capacity  42 Imp Gal (190 L)

Deck to Blade   9" (22.9 cm) 

Clearance

Tongue Weight 650 lb (295 kg)
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MODEL RCH
TM

 Hydro 10  RCH
TM

 Hydro 15

Cutting Swath  120" (3048 mm) 180" (4978 mm)

Cutting Capacity  3½" (89 mm) 3½" (89 mm)

Cutting Height  2" to 15" (51 mm to 381 mm) 2" to 15" (51 mm to 381 mm)

Overall Width  150" (3810 mm) 196" (4572 mm) 

(to outside of wings lowered) 

Blade Size ½" x 4" (13 mm x 102 mm) ½" x 4" (13 mm x 102 mm)

Wing Working Range 25° Down, 55° Up 25° Down, 55° Up

Double Safety Standard Standard 

Chains All Round

Overall Length  402" (10.21 m) 402" (10.21 m)

Transport Width  112" (2845 mm) 120" (3048 mm)

Weight  7600 lb (3447 kg) 8600 lb (3901 kg)

Minimum  115 (86 kw) 140 (104 kw) 

Recommended HP


